Abstract. In this paper, a finite element technique was used to determine the natural frequencies, and the mode shapes of a circular arch element was based on the curvature, which can fully represent the bending energy and by the equilibrium equations, the shear and axial strain energy were incorporated into the formulation. The treatment of general boundary conditions dose need a consideration when the element is incorporated by the curvature-based formula. This can be obtained by the introduction of a transformation matrix between nodal curvatures and nodal displacements. The equation of the motion for the element was obtained by the Lagrangian equation. Four examples are presented in order to verify the element formulation and its analytical capability.
Introduction
The study of free vibration is an important prerequisite for all dynamic response calculations for elastic systems. The natural frequencies and mode shapes can be obtained by free vibration analysis. The equations of motion for an elastic system with a finite number of degrees of freedom were derived through the application of the virtual-work principle for dynamic loading [19] .
The most important subject discussed in this article is the vibration analysis of curved beams in the design of the structural components and the machine elements by using the finite element method. The development of finite elements for a curved beam has received considerable attention in recent years. A curved beam may can be modeled by some straight beam elements and one can use the different finite element models to analyze the thin arch structures [4] . The models, varied in the polynomial orders, were used to interpolate displacement components. Choosing the three different combinations of shape function [2] , carried out a static analysis of beams for the lateral and in-plane displacements [17] . used four different shape functions for the vibration curved beam problems [3] . used a mixed trigonometric polynomial displacement field derived from an assumed constant membrane strain and linear curvature strain field. Based on Timoshenko beam theory [7] derived trigonometric basis functions for curved beam element. A coupled polynomial displacement field has been presented by [15, 16] . Besides the displacement field [9, 10] , introduced an additional degree of freedom, which was the nodal shear strain. The analysis of curved beams derived by [14] , included the effects of shear deformation and rotatory inertia. The same equation was given by [1] without the considering of the effects of shear deformation [8] . gave a theory about analysis of thin-walled curved box beam [12] . used several Fourier P-elements for the in-plane vibration of the thin and thick curved beam. Much of the attention has been focused to compensate the locking phenomena over the years since the locking concept was first introduced by improved numerical integration methods. These approaches are mostly in use, but it cannot represent the curvature of curved beam completely; therefore, following the method of [11] , the present authors such as [18] used the formulation of a curved beam element with six nodes for curvature to compensate for the undesirable shear or axial locking phenomenon completely. The formulation is capable of representing the behavior of the curved beam with adequate accuracy and efficiency as compared to previous methods.
In the present work, a new formulation for vibration analysis of a circular arch element with three nodes for curvature is presented. This formulation focuses on four major differences between the present study and the others method. One of the four major differences is that the nodal parameters are not pure displacements, but the curvatures in three nodes elements. Here, we use three nodes for curvature because components of mass matrix are derived easier than six nodes. Another differences is that in order to avoid membrane and shear locking phenomena, the shear and tangential strains are incorporated into the total potential energy by the force equilibrium equation. The membrane locking occurs due to the fact that the element cannot bend without being stretched and shear locking takes place, because when the elements are subject to bending moments alone, the conventional lower-order elements are unable to represent the condition of zero radial shear strains. Another major differences is that the total mass matrix includes the effects of shear deformation and rotatory inertia. The final difference has an interesting point in this new formulation and that is the way it can easily be used to model curved beams and to analyze the free vibration problems. Incorporating these aspects into the new formulation resulted in a more efficient and less problematic curved beam element. For this task, the radial and tangential displacements and sectional rotation are obtained by integrating the assumed curvature filed. The treatment of general boundary conditions does need the consideration when the element employs the curvature-based formulation. This can be obtained by introduction of a transformation matrix between nodal curvature and nodal displacements. The transformed matrix is obtained by eliminating the components of the rigid body motion that is embedded in the two nodal displacements of typical circular arch element. The final finite element equilibrium equation is written in terms of the displacement components of the two-edge nodes only. The equation of motion for the element is obtained by the Lagrangian for dynamic loading. The formulation will be applied to four types of problems to verify the concept employed and its numerical results are given in tabular form that are compared with the known results obtained in other approaches.
General equations of arch element in the polar coordinates
The circular arch element with the radius of curvature R and arclength L loaded in plane is shown in Fig. 1 . The radial displacement, W , the tangential displacement, U , and the rotation, θ, are also shown in this figure. These components are related to the curvature κ, the shearing strain γ, and the tangential strain ε, respectively by:
The bending moment, M b , the shearing force, V b , and the axial force, N , are also related to the components of strain:
The equilibrium conditions of a small element in a circular arch takes the final form: 
Using the Eqs (2), (3) shearing and the axial strains can be expressed in terms of the curvature κ, by
To determine θ, W and U , we substitute the Eq. (4) in Eq. (1) and the relationship between the rotation θ and curvature κ obtained from Eq. (1) as:
Where C θ is the constant of integration. The radial displacement is determined by the following equation, which results from Eqs (1-4):
The solution for W consists of the homogeneous and particular parts. The homogeneous solution has sinusial terms and two integration constants; the particular solution is a function of the curvature since there appear κ and
on the right-hand side of the Eq. (6):
The three constant appearing in the Eqs (5) and (7) shows the components of rigid-body motion of the curved element. Finally, the tangential displacement is determined by the results of the Eqs (1-4):
Interpolation of curvature κ, and other components of the displacement
Now, the interpolation process for curvature is to be carried on. It is worth noting here before the formulation that curvature should be interpolated with the order equal or higher than 2. A 3-node element for the curvature since the polynomial functions for the interpolation of the curvature with the order equal to two is presented in this paper. When the curvature in the element is interpolated as shown in Fig. 2 , the following equations holds:
Equation (9) in Eq. (5) gives the sectional rotation as:
Also the radial displacement is given by Eq. (9) in Eq. (7) as shown below:
Finally, the tangential displacement is written by Eq. (8) as shown below:
Transformation matrix between nodal curvatures and nodal displacements
When nodal curvatures (V ) are used for the interpolation, it is not easy to use the boundary conditions given as displacements. Therefore, we must consider a circular arch element with two nodal displacements in which the six boundary conditions are given at the nodes of the element as shows in Fig. 3 . When the components of rigid-body motion embedded in each nodal displacement are eliminated, the relations between nodal displacements (∆), and nodal curvatures can be found by using the following Eqs (11) (12) (13) . Note that the three constants C θ , C W 1 and C W 2 appearing in the equations represent the rigid-body motion components. With the components of the rigid-body motion eliminated [19] :
or in the matrix form relationship between the nodal curvatures and nodal displacements can be obtained by:
where
and
. Nodal displacement at 3-node circular arch element.
The transformation matrix, which relates the curvature vector at the three nodes and the displacement vector at two-nodes as shown in Fig. 3 can be expressed as follows:
For static problems the total displacements Q in the continuous element as Fig. 3 can be related to a finite number of displacements selected at two nodes in boundary conditions. This relationship is expressed by a column matrix of [f ] as:
and [f ] is the shape function matrix. By using the Eqs (20-25), components of matrix [f ] we get:
Other components of the displacement can be obtained in terms of the nodal displacement vector and transformation matrix above. The radial displacement W as shown in Fig. 3 can be written as follows:
The tangential displacement U can be obtained,
And the sectional rotation θ can be written as:
Stiffness and mass matrix for the arch element
The strain energy U e and, kinetic energy T e (neglecting rotary inertia) of the arch element is given by,
Where the dots denote the derivatives with respect to time t, ρ is the mass density of the arch material, which is considered in Ref. [16] . The Lagrangian in terms of nodal quantities can be expressed as,
The Euler-Lagrange equation for the curved beam under consideration become,
The equivalent mass matrix [M ] for the circular arch element , which is given by :
Now, let us use A as the area of the section for the element, the final form of the equivalent mass matrix can be written as:
Where [M ] is defined by the relations : 
Note that as the polynomial terms are integrated in calculating the stiffness matrix, the conventional Gaussian integration scheme is applicable. 
Determination of natural frequencies and mode shapes
The elemental stiffness matrix [K] and mass matrix [M ] are assembled to obtain global equation of motion Eq. (39). Since the free vibration is harmonic, the displacements {∆} can be written as:
where {q} is a column matrix of the amplitudes of the displacements {∆}, (ω) is the circular frequency of vibration, and t is the time. Using the Eqs 47) in (39) and then canceling the common factor e iωt , we obtain:
That can be regarded as the equation of motion for a system that is undamped and free of vibration. The Eq. (48) since it has a nonzero solution for {q} it can be rewritten as:
This last equation is a characteristic equation from which the natural frequencies of free vibrations can be calculated.
Numerical examples
To confirm the reliability of the present study, the natural frequencies of free vibration responses obtained from the new formulation of circular arch element are compared with the existing literature and those from the conventional finite straight-beam and plane stress elements, respectively.
Free vibration of a circular ring
In order to investigate the representation of in extensional flexure behavior by the finite elements, the problem of vibrations of a circular ring is chosen and discussed in the preceding section [19] . gave the exact solutions of the natural vibration of a ring shown in Fig. 4 . This problem is considered by several elements in the literatures such as [12, 16] • is used to predict the modes of the whole ring. Table 1 summarizes the results of the natural frequencies reasonably for two of the lowest symmetric modes of a thin circular ring with different ratio of R/h.
The frequencies are obtained from the circular arch element and the exact solutions are given by [19] . Since the ring with R/h = 320 is very thin, it is clear that the present curved element is free of locking. In the very thick a R = 12 in, E = 19e6 psi, ρ = 0.171e-3 slug.ft/in 4 . range, shown in Table 2 , a slight discrepancy is observed between analytical and finite element solutions. This is because the [19] method in the thick range is not properly applicable as the thick ring may no longer be regarded as a thin circular ring. Compared with other methods by [12, 16] the solutions shows that the least mesh is required to represent the exact natural frequencies reasonably well.
Free vibration of a hinged arch
Shown in Fig. 5 is the application of the present curve beam element to the hinged circular ring with subtended angle α. The following numerical values [12] are used in this paper: Radius of curvature R = 12 in; Young's modulus E = 3.04 × 10 7 psi; Material density ρ = 0.02736 slug.ft/ in 4 ; t = 0.25 in; υ = 0.3 and n = 0.8497. By using the two present elements, the variation of the fundamental natural frequency (Rad/s) with subtended angle as it varies from 10
• to 350 • , is obtained and shown in Table 3 . The solutions computed by the two present circular arch elements compared with those of [9, 12] are presented in Table 3 . While the results compare well with those of higher values of the angles, at lower the values there are some discrepancy. This discrepancy is due to the fact that the referred values predict a higher frequency. The displacement for the small subtended angles rises because of the beam being short in these cases making the rotary inertia and transverse shear effects important, effects that [5] did not consider but are included in the present formulation only with two elements model. It can be notice that results by [6] are obtained for 16-elements model.
Free vibration of a thick circular arch
Given by [9] , the study of natural frequencies for a thick circular arch clamped at both ends are shown in Fig. 6 . The following numerical values are used in this paper: Radius of curvature R = 30 in; Young's modulus E = 12 × 10 6 psi; Material density ρ = 0.283 slug.ft/in 4 ; υ = 0.2 and n = 0.833. Thick circular arch is solved by three different methods shown in Table 4 : 1. Using just two-element of present study. 2. Modeling the beam as a plane stress elements 3. Modeling the beam as a 20 straight beam elements [13] .
The results obtained from the first method are compared to the other two methods as recorded in Table 4 . While that the present curved element is free of locking. In the very thick range, a discrepancy is observed between finite element solutions. This discrepancy happens because of the straight beam element in the thick range is not properly applicable as the thick ring may no longer be regarded as a thin circular ring [13] . When the solutions are compared with the others methods, it shows that the least mesh is required to represent the exact natural frequencies reasonably well.
Free vibration of a quarter ring
Shown in Fig. 7 is a model that consists of two elements. One can make use of a program of vibration analysis with new formulation to obtain the natural frequencies and mode shapes as the ratio of thickness to length of the beam.
The following numerical values are used in this paper: Radius of curvature R = 30 in; Young's modulus E = 12 × 10 6 psi; Material density ρ = 0.283 slug.ft/in 4 ; υ = 0.2 and n = 0.833. Comparing Table 5 , the results of arch show good agreement with the existing finite element method.
Conclusions
Based on the curvature, a three nodes of the finite element model gives a satisfactory results for free vibration behavior of arches of the varied curvatures and thicknesses without locking is presented in this article; as well as, the remedy of the undesirable shear/axial locking phenomenon. The element is actually a two-node element with displacements as nodal variables when it is transformed into the final shape from a three-node element for the curvature in the beginning. The equation of motion of the element is written in final steps by Lagrangian equation. The natural frequencies and mode shapes curved structure is obtained by solving the characteristic equation of motion. To examine the convergence and accuracy of the present element, the vibration of some circular ring is analyzed by making use of two present element. A computation was carried out to study the effect of curvature and boundary conditions on the fundamental frequency of circular arches. The accuracy of element is greatly improved and the two present element can predict the lowest natural frequencies.
The results of the numerical examples shown is more accurate than other method, because it never utilizes approximation. The results are also more useful from a practical point of view to the analysis of both thin and thick curved beam. It also makes the element readily usable in the vibration analysis of curved structures, which is compatible with the existing plane stree elements. 
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